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1. DEMOLITION OF EXISTING WINDOWS IS REQUIRED UNDER THIS 1. CONTRACTOR TO VERIFY EXISTING CONDITIONS PRIOR TO BID. THIS
CONTRACT. AT EVERY LOCATION SHOWN FOR NEW WINDOWS, EXISTING INCLUDES BUT IS NOT LIMITED TO DIMENSIONS, ELEMENTS MOUNTED ON
HOLLOW METAL WINDOWS MUST BE REMOVED. OR PROJECTING THROUGH EXISTING WINDOW SYSTEM SUCH AS BLINDS,
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| cenErAL DEMOLITION NOTES

1.

DEMOLITION OF EXISTING WINDOWS IS REQUIRED UNDER THIS
CONTRACT. AT EVERY LOCATION SHOWN FOR NEW WINDOWS, EXISTING
HOLLOW METAL WINDOWS MUST BE REMOVED. |
CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS INCLUDING
DIMENSIONS PRIOR TO CONSTRUCTION.

WHERE EXISTING WINDOWS ARE TO BE REMOVED, MEASURES MUST BE
TAKEN TO AVOID DAMAGING OTHER BUILDING ELEMENTS. CONTRACTOR
IS RESPONSIBLE TO REPAIR OR REIMBURSE OWNER FOR ANY DAMAGE
CAUSED.

IN CERTAIN AREAS CONDUIT, PLUG MOLD, CABLES, ETC. ARE MOUNTED
TO EXIST. WINDOWS. CONTRACTOR IS RESPONSIBLE FOR LOCATING
SUCH ELEMENTS. REMOVE FOR INSTALLATION OF NEW WINDOWS AND
RE-INSTALL.

DISCONNECT ANY EFFECTED UTILITIES PRIOR TO REMOVAL.
CONTRACTOR TO COORDINATE DEMOLITION STAGING AREAS WITH
OWNER.

CONTRACTOR TO COORDINATE ALL CONSTRUCTION SCHEDULING WITH
OWNER PRIOR TO DEMOLITION.

I NEW CONSTRUCTION GENERAL NOTES

1.

®© N

CONTRACTOR TO VERIFY EXISTING CONDITIONS PRIOR TO BID. THIS
INCLUDES BUT IS NOT LIMITED TO DIMENSIONS, ELEMENTS MOUNTED ON
OR PROJECTING THROUGH EXISTING WINDOW SYSTEM SUCH AS BLINDS,
ELECTRICAL AND DATA DEVICES/CONDUIT, PLUMBING AND GAS
ELEMENTS, FIRE SAFETY DEVICES, MOTORIZED DOOR ACTIVATORS,
ELECTRONIC ENCODED LOCKING HARDWARE. ETC. CONTRACTOR IS
RESPONSIBLE FOR DETACHING SUCH ELEMENTS BEFORE DEMOLITION
AND REPLACING AFTER WINDOW INSTALLATION.

CONTRACTOR SHALL RECONNECT ALL UTILITIES THAT ARE INTERRUPTED
DUE TO CONSTRUCTION. ANY INTERRUPTION OF UTILITY SERVICE MUST
BE CLEARED WITH THE CLIENT PRIOR TO INTERRUPTION.

AT ALL LOCATIONS WHERE EXISTING WALLS OR FURRING ABUT GLAZING
SYSTEM, SEE DETAILS A1 & B1/AE601 . CONTRACTOR SHALL VERIFY
WHERE SUCH CONDITIONS EXIST PRIOR TO BID, INCLUDING THOSE
LOCATIONS NOT SHOWN ON DRAWINGS.

ALL ALUMINUM BREAKMETAL TO MATCH FRAMES

ALL MULLIONS ARE 2" WIDE UNLESS OTHERWISE NOTED.

GENERAL CONTRACTOR TO VERIFY WINDOW HEIGHT ABOVE GRADE. ANY
RESULTING SCAFFOLDING OR OTHER ASSOCIATED COSTS TO BE
COVERED IN BID.

SEE AE601 FOR ALL DETAILS

IN LOCATIONS WHERE A SECTION OF CEILING OR CARPET OR A SECTION
OF WALL OR ELECTRICAL WORK NEEDS TO BE REMOVED TO INSTALL A
WINDOW OR DOOR, REMOVE AND REPLACE TO MATCH EXISTING

I GLAZING SCHEDULE

@ NEW 1° INSULATED GLASS - BRONZE TINT

NEW 1" INSULATED TEMPERED GLASS - BRONZE TINT

@ NEW 1* INSULATED ALUMINUM PANEL - BRONZE ANODIZED

- 1. CONTRACTOR TO FIELD VERIFY ALL DIMENSIONS AND ANGLES

PRIOR TO FABRICATION.
2. SOME DETAILS MAY BE REVERSED.
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| I GENERAL DEMOLITION NOTES

T 1.  DEMOLITION OF EXISTING WINDOWS IS REQUIRED UNDER THIS
CONTRACT. AT EVERY LOCATION SHOWN FOR NEW WINDOWS, EXISTING
HOLLOW METAL WINDOWS MUST BE REMOVED.

CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS INCLUDING
DIMENSIONS PRIOR TO CONSTRUCTION.

WHERE EXISTING WINDOWS ARE TO BE REMOVED, MEASURES MUST BE
TAKEN TO AVOID DAMAGING OTHER BUILDING ELEMENTS. CONTRACTOR
i IS RESPONSIBLE TO REPAIR OR REIMBURSE OWNER FOR ANY DAMAGE

‘ CAUSED.

4.  IN CERTAIN AREAS CONDUIT, PLUG MOLD, CABLES, ETC. ARE MOUNTED
TO EXIST. WINDOWS. CONTRACTOR IS RESPONSIBLE FOR LOCATING
SUCH ELEMENTS. REMOVE FOR INSTALLATION OF NEW WINDOWS AND
RE-INSTALL. ‘

DISCONNECT ANY EFFECTED UTILITIES PRIOR TO REMOVAL.
CONTRACTOR TO COORDINATE DEMOLITION STAGING AREAS WITH
OWNER. '

CONTRACTOR TO COORDINATE ALL CONSTRUCTION SCHEDULING WITH
OWNER PRIOR TO DEMOLITION.
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W CONTRACTOR TO VERIFY EXISTING CONDITIONS PRIOR TO BID. THIS

INCLUDES BUT IS NOT LIMITED TO DIMENSIONS, ELEMENTS MOUNTED ON

OR PROJECTING THROUGH EXISTING WINDOW SYSTEM SUCH AS BLINDS,

ELECTRICAL AND DATA DEVICES/CONDUIT, PLUMBING AND GAS

ELEMENTS, FIRE SAFETY DEVICES, MOTORIZED DOOR ACTIVATORS,

ELECTRONIC ENCODED LOCKING HARDWARE, ETC. CONTRACTOR IS

RESPONSIBLE FOR DETACHING SUCH ELEMENTS BEFORE DEMOLITION

AND REPLACING AFTER WINDOW INSTALLATION.

2. CONTRACTOR SHALL RECONNECT ALL UTILITIES THAT ARE INTERRUPTED
DUE TO CONSTRUCTION. ANY INTERRUPTION OF UTILITY SERVICE MUST D
BE CLEARED WITH THE CLIENT PRIOR TO INTERRUPTION. '

3.  ATALL LOCATIONS WHERE EXISTING WALLS OR FURRING ABUT GLAZING
SYSTEM, SEE DETAILS A1 & B1 /AE601 . CONTRACTOR SHALL VERIFY
WHERE SUCH CONDITIONS EXIST PRIOR TO BID, INCLUDING THOSE
LOCATIONS NOT SHOWN ON DRAWINGS.
ALL ALUMINUM BREAKMETAL TO MATCH FRAMES

* 5.  ALL MULLIONS ARE 2" WIDE UNLESS OTHERWISE NOTED. ‘

GENERAL CONTRACTOR TO VERIFY WINDOW HEIGHT ABOVE GRADE. ANY

RESULTING SCAFFOLDING OR OTHER ASSOCIATED COSTS TO BE

COVERED IN BID.

SEE AE601 FOR ALL DETAILS

IN LOCATIONS WHERE A SECTION OF CEILING OR CARPET OR A SECTION

OF WALL OR ELECTRICAL WORK NEEDS TO BE REMOVED TO INSTALL A

WINDOW OR DOOR, REMOVE AND REPLACE TO MATCH EXISTING
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[ GENERAL DEMOLITION NOTES

1.

DEMOLITION OF EXISTING WINDOWS IS REQUIRED UNDER THIS
CONTRACT. AT EVERY LOCATION SHOWN FOR NEW WINDOWS, EXISTING
HOLLOW METAL WINDOWS MUST BE REMOVED.

CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS INCLUDING
DIMENSIONS PRIOR TO CONSTRUCTION.

WHERE EXISTING WINDOWS ARE TO BE REMOVED, MEASURES MUST BE
TAKEN TO AVOID DAMAGING OTHER BUILDING ELEMENTS. CONTRACTOR
IS RESPONSIBLE TO REPAIR OR REIMBURSE OWNER FOR ANY DAMAGE
CAUSED.

IN CERTAIN AREAS CONDUIT, PLUG MOLD, CABLES, ETC. ARE MOUNTED
TO EXIST. WINDOWS. CONTRACTOR IS RESPONSIBLE FOR LOCATING
SUCH ELEMENTS. REMOVE FOR INSTALLATION OF NEW WINDOWS AND
RE-INSTALL.

DISCONNECT ANY EFFECTED UTILITIES PRIOR TO REMOVAL.
CONTRACTOR TO COORDINATE DEMOLITION STAGING AREAS WITH
OWNER.

CONTRACTOR TO COORDINATE ALL CONSTRUCTION SCHEDULING WITH
OWNER PRIOR TO DEMOLITION.

l NEW CONSTRUCTION GENERAL NOTES

1.

CONTRACTOR TO VERIFY EXISTING CONDITIONS PRIOR TO BID. THIS
INCLUDES BUT IS NOT LIMITED TO DIMENSIONS, ELEMENTS MOUNTED ON
OR PROJECTING THROUGH EXISTING WINDOW SYSTEM SUCH AS BLINDS,
ELECT! RICAL AND DATA DEVICES/CONDUIT, PLUMBING AND GAS
ELEMENTS, FIRE SAFETY DEVICES, MOTORIZED DOOR ACTIVATORS,
ELECTRONIC ENCODED LOCKING HARDWARE, ETC. CONTRACTOR IS
RESPONSIBLE FOR DETACHING SUCH ELEMENTS BEFORE DEMOLITION
AND REPLACING AFTER WINDOW INSTALLATION.

CONTRACTOR SHALL RECONNECT ALL UTILITIES THAT ARE INTERRUPTED
DUE TO CONSTRUCTION. ANY INTERRUPTION OF UTILITY SERVICE MUST
BE CLEARED WITH THE CLIENT PRIOR TO INTERRUPTION.

AT ALL LOCATIONS WHERE EXISTING WALLS OR FURRING ABUT GLAZING
SYSTEM, SEE DETAILS A1 & B1 /AEB01 . CONTRACTOR SHALL VERIFY
WHERE SUCH CONDITIONS EXIST PRIOR TO BID, INCLUDING THOSE
LOCATIONS NOT SHOWN ON DRAWINGS.

ALL ALUMINUM BREAKMETAL TO MATCH FRAMES

ALL MULLIONS ARE 2" WIDE UNLESS OTHERWISE NOTED.

GENERAL CONTRACTOR TO VERIFY WINDOW HEIGHT ABOVE GRADE. ANY
RESULTING SCAFFOLDING OR OTHER ASSOCIATED COSTS TO BE
COVERED IN BID.

SEE AE601 FOR ALL DETAILS

IN LOCATIONS WHERE A SECTION OF CEILING OR CARPET OR A SECTION
OF WALL OR ELECTRICAL WORK NEEDS TO BE REMOVED TO INSTALL A
WINDOW OR DOOR, REMOVE AND REPLACE TO MATCH EXISTING
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[ GENERAL DEMOLITION NOTES

1.  DEMOLITION OF EXISTING WINDOWS IS REQUIRED UNDER THIS
CONTRACT. AT EVERY LOCATION SHOWN FOR NEW WINDOWS, EXISTING
HOLLOW METAL WINDOWS MUST BE REMOVED.

2. CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS INCLUDING
DIMENSIONS PRIOR TO CONSTRUCTION.

3.  WHERE EXISTING WINDOWS ARE TO BE REMOVED, MEASURES MUST BE
TAKEN TO AVOID DAMAGING OTHER BUILDING ELEMENTS. CONTRACTOR
IS RESPONSIBLE TO REPAIR OR REIMBURSE OWNER FOR ANY DAMAGE
CAUSED.

4. IN CERTAIN AREAS CONDUIT, PLUG MOLD, CABLES, ETC. ARE MOUNTED
TO EXIST. WINDOWS. CONTRACTOR IS RESPONSIBLE FOR LOCATING
SUCH ELEMENTS. REMOVE FOR INSTALLATION OF NEW WINDOWS AND
RE-ANSTALL.

5.  DISCONNECT ANY EFFECTED UTILITIES PRIOR TO REMOVAL.
CONTRACTOR TO COORDINATE DEMOLITION STAGING AREAS WITH
OWNER.

6. CONTRACTOR TO COORDINATE ALL CONSTRUCTION SCHEDULING WITH
OWNER PRIOR TO DEMOLITION.

l NEW CONSTRUCTION GENERAL NOTES

1. CONTRACTOR TO VERIFY EXISTING CONDITIONS PRIOR TO BID. THIS
INCLUDES BUT IS NOT LIMITED TO DIMENSIONS, ELEMENTS MOUNTED ON
OR PROJECTING THROUGH EXISTING WINDOW SYSTEM SUCH AS BLINDS,
ELECTRICAL AND DATA DEVICES/CONDUIT, PLUMBING AND GAS
ELEMENTS, FIRE SAFETY DEVICES, MOTORIZED DOOR ACTIVATORS,
ELECTRONIC ENCODED LOCKING HARDWARE, ETC. CONTRACTOR IS
RESPONSIBLE FOR DETACHING SUCH ELEMENTS BEFORE DEMOLITION
AND REPLACING AFTER WINDOW INSTALLATION.

2. CONTRACTOR SHALL RECONNECT ALL UTILITIES THAT ARE INTERRUPTED
DUE TO CONSTRUCTION. ANY INTERRUPTION OF UTILITY SERVICE MUST
BE CLEARED WITH THE CLIENT PRIOR TO INTERRUPTION.

3.  ATALL LOCATIONS WHERE EXISTING WALLS OR FURRING ABUT GLAZING
SYSTEM, SEE DETAILS A1 & B1 /AE601 . CONTRACTOR SHALL VERIFY
WHERE SUCH CONDITIONS EXIST PRIOR TO BID, INCLUDING THOSE
LOCATIONS NOT SHOWN ON DRAWINGS.

ALL ALUMINUM BREAKMETAL TO MATCH FRAMES

ALL MULLIONS ARE 2" WIDE UNLESS OTHERWISE NOTED.

GENERAL CONTRACTOR TO VERIFY WINDOW HEIGHT ABOVE GRADE. ANY
RESULTING SCAFFOLDING OR OTHER ASSOCIATED COSTS TO BE
COVERED IN BID.

SEE AE601 FOR ALL DETAILS

IN LOCATIONS WHERE A SECTION OF CEILING OR CARPET OR A SECTION
OF WALL OR ELECTRICAL WORK NEEDS TO BE REMOVED TO INSTALL A
WINDOW OR DOOR, REMOVE AND REPLACE TO MATCH EXISTING

| rGLAZING SCHEDULE

@ 'NEW 1° INSULATED GLASS - BRONZE TINT
NEW 1° INSULATED TEMPERED GLASS - BRONZE TINT

© NEW 1° INSULATED ALUMINUM PANEL - BRONZE ANODIZED

1. CONTRACTOR TO FIELD VERIFY ALL DIMENSIONS AND ANGLES
PRIOR TO FABRICATION.
2. SOME DETAILS MAY BE REVERSED.
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l GENERAL DEMOLITION NOTES

1. DEMOLITION OF EXISTING WINDOWS IS REQUIRED UNDER THIS
| CONTRACT. AT EVERY LOCATION SHOWN FOR NEW WINDOWS, EXISTING
R.O. 310" £ | R.O. 288" -’ R.O. 28-8" £60] HOLLOW METAL WINDOWS MUST BE REMOVED.
2. CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS INCLUDING
4 ' 44 DIMENSIONS PRIOR TO CONSTRUCTION.
é 3.  WHERE EXISTING WINDOWS ARE TO BE REMOVED, MEASURES MUST BE
TAKEN TO AVOID DAMAGING OTHER BUILDING ELEMENTS. CONTRACTOR
\E601 | 601 E60 ' ' IS RESPONSIBLE TO REPAIR OR REIMBURSE OWNER FOR ANY DAMAGE
| CAUSED.
@ @ @ @ <‘> @ 4. IN CERTAIN AREAS CONDUIT, PLUG MOLD, CABLES, ETC. ARE MOUNTED
TO EXIST. WINDOWS. CONTRACTOR IS RESPONSIBLE FOR LOCATING
SUCH ELEMENTS. REMOVE FOR INSTALLATION OF NEW WINDOWS AND
- / RE-INSTALL.
5.  DISCONNECT ANY EFFECTED UTILITIES PRIOR TO REMOVAL.
® CONTRACTOR TO COORDINATE DEMOLITION STAGING AREAS WITH
OWNER.
6. CONTRACTOR TO COORDINATE ALL CONSTRUCTION SCHEDULING WITH
OWNER PRIOR TO DEMOLITION.
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I NEW CONSTRUCTION GENERAL NOTES |

601 601 ' 601 1. CONTRACTOR TO VERIFY EXISTING CONDITIONS PRIOR TO BID. THIS
R.O. 28'-8" R.O. 41-10" R.O. 1¢'-3"
INCLUDES BUT IS NOT LIMITED TO DIMENSIONS, ELEMENTS MOUNTED ON

) 10* OR PROJECTING THROUGH EXISTING WINDOW SYSTEM SUCH AS BLINDS,
é ELECTRICAL AND DATA DEVICES/CONDUIT, PLUMBING AND GAS
ELEMENTS, FIRE SAFETY DEVICES, MOTORIZED DOOR ACTIVATORS,
ELECTRONIC ENCODED LOCKING HARDWARE, ETC. CONTRACTOR IS
® - RESPONSIBLE FOR DETACHING SUCH ELEMENTS BEFORE DEMOLITION
AND REPLACING AFTER WINDOW INSTALLATION.
2, CONTRACTOR SHALL RECONNECT ALL UTILITIES THAT ARE INTERRUPTED
DUE TO CONSTRUCTION. ANY INTERRUPTION OF UTILITY SERVICE MUST D
B5 BE CLEARED WITH THE CLIENT PRIOR TO INTERRUPTION.
3.  ATALL LOCATIONS WHERE EXISTING WALLS OR FURRING ABUT GLAZING
' SYSTEM, SEE DETAILS A1 & B1/AE601 . CONTRACTOR SHALL VERIFY
WHERE SUCH CONDITIONS EXIST PRIOR TO BID, INCLUDING THOSE
LOCATIONS NOT SHOWN ON DRAWINGS.
@ , 4.  ALL ALUMINUM BREAKMETAL TO MATCH FRAMES
| ALL MULLIONS ARE 2" WIDE UNLESS OTHERWISE NOTED.
GENERAL CONTRACTOR TO VERIFY WINDOW HEIGHT ABOVE GRADE. ANY

| ’ 6.
' RESULTING SCAFFOLDING OR OTHER ASSOCIATED COSTS TO BE
E601 601 601 ' 601 COVERED IN BID. :
7.

| SEE AE601 FOR ALL DETAILS
R.O. 28'8" R.O. 68" : R.0. 48" R.O. 4'8" R.O. 5'4 1/2° :
412" 5" : 5 IN LOCATIONS WHERE A SECTION OF CEILING OR CARPET OR A SECTION

4|_4. 5;_0- . 11:1 3|_2l ‘L1 1‘]_ 5"0- N 5l_°u .L1 '_1. 3!_3! 6!_4 1,2- } 1!_2!1. 3!_1" -] X\ ‘ OF WALL OR ELECTRK:AL WORK NEEDS TO BE REMOVED TO leTALL A
¢ ¢ ¢ ¢ ¢ ¢ ¢ | ¢ | WINDOW OR DOOR, REMOVE AND REPLACE TO MATCH EXISTING
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1. CONTRACTOR TO FIELD VERIFY ALL DIMENSIONS AND ANGLES
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NOTE: CONTRACTOR TO PATCH AND REPAIR ALL DAMAGE CAUSED BY DEMOLITION AND/OR NEW CONSTRUCTION.
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